
Santa Clara, CA 95050

House

Backflow preventer
5' Minimum required on hose bib

    5' Minimum

10' Minimum

Property Line

5' Minimum
to any property line

PERMITTED LOCATION
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Anti-entrapment device
1  Maximum slope

           2
4' flat

Maximum excavation permitted without obtaining a building permit
(Ordinance 1638, Section 7003)

Glazing in walls and fences used as the barrier for indoor and outdoor swinging pools and space when 
all of the following conditions are present:
1)  The bottom edge of the glazing is less than 60 inches (1525 mm) above the pool side of the glazing 
2)  The glazing is within 5 feet (1525 mm) of a swimming pool or spa deck area

NOTE:      Permits required for all electrical work, gas lines or heaters.  Plumbing permit
required whenever electrical equipment is used for pool or spa area.

City of Santa Clara                       
Building Inspection                                     
1500 Warburton Ave.           

Inspection Division:  (408) 615-2440 
Permit Center  (408) 615-2420 

Automated Inspection System:  (408) 615-2400 
Fax:  (408) 241-3823

IN GROUND POOL REGULATIONS
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Utility pole

Over 12' requires plumbing 
permit (Appendix Q. Ord. 

Heater vent to be 4' 
min. from windows

Electric service wires

Equipment may go in side yard if 
more than 20' for house.

6' Min. fence around area.
Gates to have self-
closing, self-latching 
device. Latch to be 5' min.
from ground.  (Ord. 1204, 
Sec. 31.3)

See attached handout for 
additional requirements.

Check  with City for any possible Public Utility Easements.  Equipment not be  installed within easement.

Check  with 
City for any 
possible 
Public Utility    
Easements.  
Equipment 
not be  
installed 
within 
easement. Heater vent 

to be 4' min.
from 
property 
line.

(Over 6' requires Zoning Modification and Building Permit.)

Anti-entrapment device required
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